
Product features

Innovative engineering since 1962

LS & PEAKmag®

Monitoring

Peak Pressure Indicators

LEMAG®

	 Large Pressure range up to 250 bar (3000 psi)

	 Optimise engine performance
	 Optimise fuel consumption
	 Prevent unbalanced engine operation display
	 Prevent loss of efficiency
	 Help to avoid uncontrolled vibration 

LEMAG® LS and LEMAG®
 

PEAKmag® Indicators
 
measure the 

maximum firing pressure of internal 
combustion engines.

The indicators have been designed 
to protect its users from excessive 
cylinder pressure.

	 For all speed ranges
	 Easy to handle
	 Safe to use
	 Robust and reliable
	 German precision technology



www.chris-marine.com

CHRIS-MARINE SWEDEN
HEADQUARTERS
Tel: +46 - 40 671 2600
info@chris-marine.com

CHRIS-MARINE DENMARK
Tel: +45 - 4498 3833
iop@chris-marine.com

CHRIS-MARINE GERMANY
Tel: +49 4101 5880 0
lemag@chris-marine.com

CHRIS-MARINE SINGAPORE
Tel: +65 - 6268 8611
chrism@chris-marine.com.sg

CHRIS-MARINE CHINA
Tel: +86 - 21 6575 9331 
info.cn@chris-marine.com

CHRIS-MARINE INDIA
Tel: +91 - 712 224 2719
info.in@chris-marine.com

CHRIS-MARINE ECUADOR
Tel: +593 979 000 379
info.ec@chris-marine.com

CHRIS-MARINE BRAZIL
Tel: +55 21 3349-4349
info.br@chris-marine.com
	

Contact one of our offices to get 
in touch with your local agent.
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Headquarters
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LS & PEAKmag®
LEMAG®

LEMAG® LS
Has been designed to protect 
its user in case of excessive 
cylinder pressure.
The LEMAG LS has a safety 
glass gauge, blow out back 
wall, full safety pattern and 
calibration certificate. 

LEMAG® PEAKmag®  
A more basic device without 
safety case. 

Technical specifications
LEMAG® 
LS

140 180 220 250

• Pressure 
    range (bar)

0-140 0-180 0-220 0-250

• Connection W27 x 
1/10"

W27 x 
1/10"

W27 x 
1/10"

W27 x 
1/10"

LEMAG® 

PEAKmag®
140 180 220 250 2000 3000 20 25

• Pressure 
    range (bar)

0-140 0-180 0-220 0-250 0-140 0-225

• PSI 0-2000 0-3000

• MPa 0-20 0-25

• Double scale - - - - X X - -

• Connection W27 x 
1/10"

W27 x 
1/10"

W27 x 
1/10"

W27 x 
1/10"

W27 x 
1/10"

W27 x 
1/10"

W27 x 
1/10"

W27 x 
1/10"
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